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Factory Default 
¶ Factory Default - is to restore back to defaults as come from the manufactur-

er. This is a good troubleshooting step regarding any type of issue with the 

receiver. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Brightness Setup 
¶ Brightness Setup - change the level to increase or decrease the brightness of 

the image.  

 



 

Initial Setup 
Pairing Camera and Receiver 

1. Press the Power Button on  your receiver. The Power LED will glow red when 

power is on.  

1.2. If using the Quad receiver connect the provided RCA cables from the video  

output on the receiver to the input on a TV or monitor 

2.   Connect the power supply to your camera. 

3.   How to pair: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3.1. Select a channel on the receiver by pressing the pair button. Press and hold the 

pair button until the channel LED flashes blue.  

3.2. Press the pair button on your camera. (See pair button location on pg 5) 

3.3. If the pairing is successful the blue channel LED on the receiver will flash  

rapidly and the camera image will be shown on the monitor or TV.  

4. To pair additional cameras press pair button and release quickly to change  

receiver channel. Then repeat pairing process on new channel.  
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System Setup 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Date / Time Setup 

¶ Date / Time Setup - is to set the date and time stamp on the video recording. 

¶ Time Format - is to change from a 12 hour to 24 hour format. 

¶ Set the current time and press OK to save.  

 

 

 

 

 

 

 

 

 

 

 

Sequence Time 
¶ Sequence Time - is to change the amount of time the channel will show on 

the screen before switching to the next channel. To place the monitor in se-

quence mode press the SEQUENCE  button on the remote.  
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Format SD Card 

¶ Format SD Card - will erase all data that is currently on the card. This will 

also put a new SD card in the correct format for the receiver to record.  

 

Peripheral Setup 

 

 

 

 

 

 

 

 

 

 

Buzzer Setup 
¶ Buzzer Setup - is a beeping noise the receiver makes when an event takes 

place.  

¶ Video Loss - If there is a loss in connection with the camera and receiver the 

buzzer will sound. 

¶ Motion Detect - If motion is detected the buzzer will sound. 

¶ Buzzer Duration - Is the amount of time the buzzer will sound. 

 

 

PIR Camera Setup  

 
PIR sensors detect levels of infrared radiation. The hotter an object is the more 

radiation it emits. When there is a change in radiation levels this is considered 

motion, the transmitter will turn on and connect with the receiver. The PIR sensor 

does not need very much power to detect radiation so the transmitterôs power will 

be off even though the PIR sensor is still detecting radiation. When the PIR de-

tects a change in radiation the transmitter will turn on and automatically pair with 

the receiver. In order for the transmitter to automatically pair with the receiver 

they will first need to be manually paired. See pg. 4 (Initial Setup) for pairing in-

structions.  

When the PIR sensor detects a change in heat the cameras image will be shown 

on the monitor. When the PIR sensor does not recognize a change in heat the  

sensor will trigger the transmitter to turn off. While the transmitter is turned off 

the cameras image will go blank and the image below will appear. This image will 

only appear on the LCD receiver or when the non-LCD receiver is connected to a 

monitor. When using ASP4 software the cameras image will freeze. When the PIR 

detects heat and triggers the transmitter the image will resume to the image. 
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Battery Pack LED Status 

Charging: RED 

Fully Charged: BLUE 

On: BLUE 

Off/Dead Battery: OFF 

To charge the battery pack 

connect to USB power using 

the provided USB cable.  
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Receiver Menu 
Recording Setup - For SD Recording Only 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

Schedule Setup 
¶ Schedule setup - allows to create a customized 7 day recording schedule. 

Each digit allocates 1 hour of time.  

¶ PANIC -  is for manual recording. When in PANIC press the RECORD but-

ton on the remote to start manual recording.  

¶ MOTION - is for motion detection recording. When in MOTION the unit will 

only record when motion is present. 

¶ CONTINOUS - is for continuous recording. When in CONTINUOUS the 

unit will constantly record.  

 

 

 

 

 

 

 

 

SD Information 
¶ Total  - shows the amount of space the SD card can hold. If the SD card is  

       inserted in the receiver and the total shows 0.0 GB the receiver does not  

       recognize the SD card and will need to be formatted. (see Format SD pg 15) 

¶ Remain - shows the amount of space left on the SD card. 

¶ Full stop -  means to stop recording with the SD card is full. 

¶ Overwrite - means to recycle the oldest file when the SD card is full to keep 

recording.           
 

 

AFTER RECORDING SETUP IS  

COMPLETE PRESS THE  

RECORD 

BUTTON ON THE REMOTE TO 

INITIATE RECORDING.  
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