
 

 

Easy set up and portability 
this tiny wireless color cam-
era transmits a distance of 
approximately 300 feet! 
The receiver is more than 
just your average wireless 
receiver it is also a DVR.  
Packed with features, mo-
tion detection, easy opera-
tion, and video storage on 

an SD card that can record 
up to 6 hours! This camera 
great for covert operations, 
nanny cams, room surveil-
lance etc. 
 
 
 
 
 

Weight: 
Camera: 1.0 oz 
Receiver: 6.2 ozs 
Boxed: 1 lb 3.3 ozs 
Ship Weight: 2 Lbs 
 
Size: 
Camera:  ¾ x ¾ x 1 
Receiver: 3 x 5 x 3/4 
Boxed: 8 x 7 ¼ x 3 

THE RECEIVER IS MORE THAN JUST YOUR AVERAGE 
WIRELESS RECEIVER IT IS ALSO A DVR  

Name of Item: 2.4 Wireless Color Camera with DVR 
Receiver 

ITEM # C800 

Specifications: 

 
 
1/3 CMOS color camera 
Wireless Receiver / DVR 
uses up to 2GB SD card 
Motion detection 
Approximately 300 feet 
LOS 
0.5 LUX 
420 TV lines resolution 
Recording time: 
Up to 6 hours on continu-
ous record on a 2GB card 
 

 

 

 

INCLUDES 

Wireless camera 1 

W IRELESS  

RECEIVER  
1 

Antenna for  
receiver 

1 

AC ADAPTERS  2 

Av cable 1 

STAND / 

MOUNTING 

BRACKET FOR 

CAMERA  

1 

Manual 1 



THE RECEIVER IS MORE THAN JUST YOUR AVERAGE 
WIRELESS RECEIVER IT IS ALSO A DVR  

Name of Item: 2.4 Wireless Color Camera with DVR 
Receiver 

ITEM # C800 

Operating Voltage 5V DC+ 

Operating Current 600mA 

Operating Tempera-

ture 
-10℃~50℃  

Operating Himidity 20%~80% 

Output impedance 75Ω 

Output level 1Vp-p 

Storage Media SD card 

  Usable 32M~2G（1G~2G recommended） 

Recording time   No limit,Cyclic recording Reference single-cycle recording time with a 2G 

SD card to store monitoring videos under normal operation:3-6days 

Products Specification 

Camera Pixels 
512×582Pixels (PAL) 

Image sensor 1/3-inch CMOS 
512×492Pixels (NTSC) 

Minimum Illu-

mination 0.5Lux White bal-

ance model AWB (Zero Color Rolling) 

Horizontal reso-

lution 420TV Line White bal-

ance range 3,200~10,000 

S/N Ratio ≥48db Grin control AGC 
Operating Hu-

midity 85%RH Operating 

frequency 2,400~2,468CH（MHz） 

Power Voltage 
Camera DC12V Operation 

Current 
Camera 120mA 

Receiver 5V Receiver 600mA 
Transmission 

power 50mW Operating 

temperature -10~+50℃ 

Output Voltage 1Vp-p 
Output im-

padence 75Ω 

Dimension

(W×L×H) 36×36×26(mm) Weight 70g 


