
 

 

 

 

 

 

 

 

 

 

 USB Standard: USB2.0 

USB powered, Consumption: 

<200mW 

Dimensions: 73mm x 43mm x 

18mm (2.87" x 1.69" x 0.71") 

Environmental: 0° C to 32° C 
(32° F to 90° F) with 5% to 

95% non-condensing humidity 

Sampling Rate: 8KBPS or 

64KBPS (equivalent) 

SNR: Typical 60 dB 

Telephone interface imped-

ance: >20 Kohm 

Band: 300-3400 Hz 

Connections: (1) RJ11 jack, 

(1) USB-B jack 

Compatible with any C.O. line 

or analog PABX/KSU station 

Software/Hardware  

Requirements:  

 IBM Compatible personal 

computer with USB 2.0 port, 
CD-rom drive, and Windows 

compatible sound card  

Windows 2000 Windows XP 

and Windows vista.  

Min 200MB of hard drive 

space  

512MB of free physical RAM 

THE USB PHONE RECORDER ALLOWS YOU TO RECORD PHONE 

CONVERSATIONS INTO A VOICE DATABASE THROUGH A USB PORT OF A 

COMPUTER AUTOMATICALLY  

NAME OF ITEM:USB VOICE PHONE RECORDER  

ITEM # PC002 

Specifications: 

 

USB 2.0 

USB powered 

Auto record incoming 
and outgoing calls 

Instantly replay any 
message 

Search function 

Email features 

Caller ID for incom-
ing calls with auto-
matic pop up window 

Export log and ad-
dress book to Excel 

Digital recording sup-
port 64KBPS and 
8KBPS 

 

 

 

INCLUDES 

RECORDER 1 

USB CABLE 1 

TELEPHONE LINE 1 

SOFTWARE 1 
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